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Date 2/7/2023

Part #/Model #:
SENTINEL DUAL STREAM RECP W/ FRONT DOORS

2

PROPERTY OF PARIS SITE FURNISHINGS AND OUTDOOR FITNESS

Description:

Product Specifications

Revision

461-446 (68GL), 461-446RS (W/ RAIN SHIELD)
461-447 (110 GL)
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Front Access
Locking Door Materials Specifications:

-3/16 x 1 Steel Slats
-3/16 x 2.5 Steel Base Band
-3/16 x 2.0 Upper/Lower Band

Finish Specifications:
-Rust preventative primer powder coating
-Super durable polyester powder top coating

Hardware:
-Stainless steel, vandal resistant
-Anchoring hardware not included

Notes:
-Standard 34Gal/55Gal Poly Liner Available
-Standard black lid or standard blue & black lids
available
-Optional Rain Sheild available

Dimension 68 Gal 110 Gal
A 58-1/4" 72-3/4"
B 32" 39-1/4"
C 40-1/8" 45-1/2"
D 28-1/2" 34-1/2"
E 53-1/8" 67-1/2"
F 19-1/8" 25-3/4"

Toll-Free: 1-800-387-6318

This drawing is the sole property of PARIS Site Furnishings and Outdoor Fitness LTD. and is not to be copied or distributed.



REVISIONS

REV. DESCRIPTION DATE BY ECO #

1 RELEASE WITH CHANGES TO LATCH SYSTEM AND LIDS 6/14/2022 SRA 12088

2 UPDATE DRAWING TO ADD PIN AND BUHSINGS FOR DOORS AND REVISED DOOR 
LATCH SYSTEM 2/7/2023 SRA 12431

*NON-RAIN SHIELD SHOWN* 
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SCALE 1 : 3
DETAIL B

USE PEM STUD TO 
ASSEMBLE LID TO 
RECEPTACLE FRAME
5/16 NYLOCK NUT TO 
BE USED FOR INSTALL



TO ASSEMBLE HINGE 
OF DOOR TOP OF DOOR

BUSHING 116-388

C
TO ASSEMBLE HINGE 
OF DOOR

ROD 117-729 

BUSHING 117-728
TO ASSEMBLE HINGE 
OF DOOR TOP OF DOOR
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DETAIL C
SCALE 1 : 4

SHOULDER BOLT (249-003) AND 
NYLOCK NUT (253-195)
ASSEMBLE DOOR LATCH

DETAIL D
SCALE 1 : 8

TO ASSEMBLE HINGE 
ROD 117-729 

TO ASSEMBLE HINGE 
BUSHING 117-728

OF DOOR TOP OF DOOR

OF DOOR

BUSHING 116-388
TO ASSEMBLE HINGE 
OF DOOR TOP OF DOOR
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DETAIL F
SCALE 1 : 50
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ITEM NO. PART NUMBER DESCRIPTION QTY.

1 116-388 3/16 NYLON SPCR F/PSFT34D DOOR 2

2 117-728 1/2 NYLON SPCR F/PSFT34D DOO 2

3 117-729 LOCK ROD F/PSFT34D DOOR 2

4 249-003 SHLDR BOLT,1/2-13X.1/2DIAX.5 2

5 250-953 5/16" STAINLESS WSHR BLK ZINC 6

6 250-954 5/16-18 NYLOCK NUT,18-8SS,WAX 6

7 253-195 1/2-13 NYLOCK NUT,18-8SS,WAX 2

8 304-758 LTR RECP,55GL,LATCH WLDMNT 1

9 304-793 LTR RECP,55GL,LATCH WLDMNT 1

10 309-352  SENTINEL DOUBLE FRAME FRONT DR 1

11 309-353  SENTINEL DOUBLE FRONT DOOR 68G 2

12 464-351  ACCSSRY,LID,STL,44G,RAINSHLD 1

9

8
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DETAIL E
SCALE 1 : 4
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ITEM NO. PART NUMBER DESCRIPTION QTY.

1 116-388 3/16 NYLON SPCR F/PSFT34D DOOR 2

2 117-728 1/2 NYLON SPCR F/PSFT34D DOO 2

3 117-729 LOCK ROD F/PSFT34D DOOR 2

4 249-003 SHLDR BOLT,1/2-13X.1/2DIAX.5 2

5 250-953 5/16" STAINLESS WSHR BLK ZINC 6

6 250-954 5/16-18 NYLOCK NUT,18-8SS,WAX 6

7 253-195 1/2-13 NYLOCK NUT,18-8SS,WAX 2

8 304-758  LTR RECP,55GL,LATCH WLDMNT 1

9 304-793 LTR RECP,55GL,LATCH WLDMNT 1

10 309-352  SENTINEL DOUBLE FRAME FRONT DR 1

11 309-353  SENTINEL DOUBLE FRONT DOOR 68G 2

12 309-351 FLAT COVER WELDED ASSY 1
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